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PGP E-Mail Compatibility 

 Many electronic mail systems can only 
transmit blocks of ASCII text. This can 
cause a problem when sending encrypted 
data since ciphertext blocks might not 
correspond to ASCII characters which can 
be transmitted. 
 PGP overcomes this problem by using 
radix-64 conversion. 
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PGP E-Mail Compatibility: Example 

•  Suppose the email message is: new 
•  ASCII format:     01101110   01100101  01110111 
•  After encryption: 10010001  10011010  10001000 
•  The problem after encryption:  
•  the three bytes do not represent any key 

board ASCII characters.  
•  Most email systems cannot transmit and 

process such a piece of ciphertext.   
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Radix-64 Conversion 

 Suppose the text to be encrypted has been 
converted into binary using ASCII coding 
and encrypted to give a ciphertext stream 
of binary.  
 Radix-64 conversion maps arbitrary binary 
into printable characters as follows: 
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Radix-64 Conversion 

1.  The binary input is split into blocks of 24 
bits (3 bytes). 

2.  Each 24 block is then split into four sets 
each of  6-bits. 

3.  Each 6-bit set will then have a value 
between 0 and 26-1 (=63). 

4.  This value is encoded into a printable 
character. 
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Pictorial Description 
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Radix-64 Conversion: Example 

•  Suppose the email message is: new 
•  ASCII format:     01101110   01100101  01110111 
•  After encryption: 10010001  10011010  10001000 
•  The Radix-64 conversion:  

•  The 24-bit block: 10010001  10011010  10001000 
•  Four 6-bit blocks: 100100  011001  101010  001000 
•  Integer version:      36           25        38         8  
•  Printable version:     k              Z          m         I                          


