
Non-Memory Mapped Registers

B-18        ADSP-218x DSP Hardware Reference

IMASK

00000000

SP OR T0 R eceive 

IRQ L0

IRQ L1

SPO RT0 Transm it 

00

BDM A Interrupt

IRQ E

Timer 

SPO RT1 Transmit or IRQ 1 

INTER RUPT ENA BLES

1 = enable

0 = disable (mask)

9 8 7 6 5 4 3 2 1 0

IRQ 2

SPO RT1 Receive or IR Q0 

Figure B-25. IMASK Register

IFC
(write-only) 

11 10 9

Timer 

000000000000

IRQ 2 

15 14 13 12

0000

Timer 

SPO RT1 Transmit or IRQ 1 

SPO RT1 Receive or IR Q0 

SPO RT1 Receive or IR Q0 

SPO RT1 Transmit or IRQ 1 

IRQ 2 

BDM A Interrupt

Interrupt Force Bits Interrupt C lear Bits

SPOR T0 R eceive 

SPO RT0 Transm it 

SP OR T0 R eceive

SPO RT0 Transm it

IRQEBDM A Interrupt

IRQ E

8 7 6 5 4 3 2 1 0

Figure B-26. IFC Register

Default bit va lues at reset are shown. If no va lue is shown, the bit is undefined at reset.
Reserved  bits are shown on a grey field . These  reserved bits must be set to zero. 


